DI-1100 Series T
Weighing Indicator

« Large LED display
« High internal resolution 1/100000
« Display resolution up to 1/10000
“ RS232C I/F

DI-1100 Series
Weighing Indicator



th style flexibility,a wide range of scale pla S
sizes and capacities and PC link capability

Specifications

Analog section General

Input sensitirity: TmVi W = 2.5mViv Power source: AC/DC adaptor 12V 300 mA
Zero adj.range; -10% to +100% of F.5, Power consumption: 5\

Load cell e:n.:imﬁnn: 51""iDE Cperating temperature:  -10°C to 40T

AD I:I:ﬂ'l'l'E'rEIQII'I rate: G timesfsec.at 1myi VW nulpur. GPETE‘HI’IQ Hu mldlt!" 15-B5%%RH [Nﬂn-ﬂmthnﬁiﬂﬂ]
Temp.Conefficient: ZERO: 2 (0.2 4V = Sppm of zero Dimensions: 195 B8 B0 mm(Without support}

valtage ) /'C TYP

SPAN: = SppmiT TYP | o _
Mon linearity: 0.008%F.S or less nterface. RS -232C(option)

Mumber of load cells: Max 4x 350 &

E@?&f section
Diizplay: G digits LED display
Display dovislon: 1.2,5,10,20,50,100.200
Decimal point location:  0,00000 to 000000
Indicator marks: Zero Met, Stable, Memory, Hold kg/Lb
*Spaciicadians ame subjec! fo change wilfaw nafice,
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