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SM-100 Series Scale Printer

• State of the art communications
with TCP/IP built in!

• Flexible label formatting with 
full graphic capability. Image
printed on label with .bmp files

• Simple and quick changing
between labels using the 
removable cassette

• Capable of full ingredients 
and cooking instructions

• Meets Canadian nutritional 
label requirements

SM-100 HS

SM-100 BCS

SM-100 
PCS
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Specifications

SM-100 Series Scale PrinterSM-100 Series Scale Printer
The Preferred Choice for Service Scale Printer

model

Capacity

Memory capacity

Display Resolution

Display

Printing

Power Source

Operating Temperature

Humidity

Interface

SM-100 PCS (Pole Type)

SM-100 BCS (Bench Type)

SM-100 HS (Hanging Type)

6 Kg (1 - 2 g increment)

15 Kg (2 - 5 g increment)

30 Kg (10g increment)

30 lb (.01lb increment)

2 MB (standard)

1 / 3,000 (dual range)

All types - Operator: 32 x 202 full dot matrix green LCD display

- Customer: 32 x 202 full dot matrix green LCD display

Tare Weight: 4 Digits

Weight: 5 Digits

Unit Price: 6 Digits

Total Price: 7 Digits

Paper Width: Maximum 60 mm (label) - 56 mm printable

40 or 60 mm (receipt)

Speed: 80 mm / second (label)

105 mm / second (receipt)

Label Size: Length: 28 - 220mm

Width: 30 - 56mm

AC 110 / Volts (50 / 60 Hz)

-10 °C to +40 °C

15 % to 85 % RH

Standard: Ethernet

SM-100 PCS SM-100 BCS SM-100 HS


